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PROPOSED FIRST FLOOR LANDING
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NEW LANDING
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EXISTING BEARING WALLS
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ROOF FRAMING REINFORCEMENT PLAN FOR STAIR SUPPORT
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286 13/32"

BELOW GRADE
W/GALY. POST ANCHOR

SEE FIRST FLOOR LANDING ON SHEET A.l.3
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LAG BOLT PT 2¢i0 LEDGER TO
HOUSE FRAMING W/ 1/2' GALY.
LAG BOLTS SPACED

STAGGERED TOP ¢ BOTTOM
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FLUSH MOUNT FLOOR JOISTS TO
X8 PT LEDGER WHOIST HANGERS ~
TYP. & EACH JOIST)

N

APPROX. 1

=28 FLOOR JOISTS @ B oc.

SECOND FLOOR LANDING FRAMING

SCALE: V8" » 10"

FRAMING PLANS

ERAMING LUMBER TO BE SPUCE-PINE-FIR, #2 GRADE OR BETTER

ALL MICRO-LAMS TQ BE BOISE CASCADE "VERSA-LAM BEAMS"
WIMIN. Fb = 2300 PS| OR BETTER

ALL PLYWOOD SUBFLOORS TO BE GLUED TO THE FRAMING MEMBERS
WITH AN APPROVED ADHESIVE PRIOR TO NAILING

ALL JOISTS UNDER PARALLEL BEARING PARTITIONS TO BE DOUBLED
OR A BEAM OF ADEQUATE SIZE TO SUPPORT LOADS ABOVE

ALL JOISTS AND RAFTERS TO HAVE A MIN. 1 1/2" BEARING ON WOOD OR
STEEL AND A MIN. 3° BEARING ON MASONRY, UNLESS SUPPORTED BY
APPROVED METAL HANGERS OR PT WOOD

CONTRACTOR SHALL MONITOR ALL SUB-CONTRACTORS TO ASSURE
ALL CUTTING AND NOTCHING OF FRAMING MEMBERS IS PERFORMED
IN ACCORDANCE WITH THE MASSACHUSETTS STATE BUILDING
CODE REQUIREMENTS, 780 CMR - 6TH EDITION

ALL FASTENING OF LUMBER TO BE IN ACCORDANCE WITH THE FASTENER SCHEDULE
LISTED IN THE MASSACHUSETTS STATE BUILDING CODE, 780 CMR - 6TH EDITION

HEADERS TO BE (2} 2X8's, UNLESS OTHERWISE NOTED

ALL BOLTS, NAILS, WASHERS AND NUTS USED IN EXTERIOR LOCATIONS
TO BE HOT-DIPPED, ZINC-COATED, GALVANIZED STAINLESS STEEL, SILICON BRONZE, COPPER
OR OTHER CORROSION-RESISTANT MATERIAL

ALL LUMBER USED (N EXTERIOR LOCATIONS TO BE PRESSURE-TREATED LUMBER,
OR OTHER APPROVED TYPES OF MATERIALS TO RESIST DAMAGE FROM
EXPOSURE TO THE WEATHER

ALL JOIST AND BEAM HANGERS TO BE SIMPSON STRONG-TIE HANGERS

ALL JOIST AND BEAM HANGERS TO BE FASTENED USING APPROVED
JOIST HANGER NAILS

CONTRACTOR TO USE PROPER BRACING DURING CONSTRUCTION TO ASSURE THE
STRUCTURE CAN SAFELY SUPPORT ALL LOADS PLACED UPON IT. CONTRACTOR TO
TAKE NECESSARY PRECAUTIONS TO ASSURE CONSTRUCTION MATERIALS ARE NOT
STORED INPROPERLY ON THE STRUCTURE SO AS TO OVERLOAD ANY AREA OF THE
STRUCTURE
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